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Clamping Elements R-Z

Pneumatic Rotational Clamping

R-Z

s

Air Connection N

n Number of
Mounting Holes

Air Connection N
for additional air

ASTABILUS COMPANY

The calculation and selection of the most suitable clamping

element should be carried out or be approved by ACE.

Complete details required when ordering
Operating pressure: 4 bar or 6 bar

Performance and Dimensions

TYPES
R50-Z-4B
R50-Z-6B
R60-Z-4B
R60-Z-6B
R70-Z-4B
R70-Z-6B
R80-2-4B
R80-2-6B
R90-2-4B
R90-Z-6B
R100-Z-4B
R100-Z-6B
R120-Z-4B
R120-2-6B
R140-Z-4B
R140-Z-6B
R160-2-4B
R160-2-6B
R180-Z-4B
R180-Z-6B
R200-Z-4B
R200-Z-6B
R220-Z-4B
R220-Z-6B
R240-Z-4B
R240-Z-6B
R260-Z-4B
R260-Z-6B
R280-Z-4B
R280-Z-6B
R300-Z-4B
R300-Z-6B
R320-Z-4B
R320-Z-6B
R340-Z-4B
R340-Z-6B

Holding torque

Nm
76
108
107
153
147
210
189
270
239
342
294
420
420
600
588
840
756
1,080
966
1,380
1,176
1,680
1,428
2,040
1,680
2,400
1,974
2,820
2,268
3,240
2,604
3,720
2,940
4,200
3,276
4,680

ACE StoBddmpfer GmbH

Operating pressure

bar
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A
mm
145
145
155
155
165
165
175
175
185
185
228
228
248
248
268
268
288
288
308
308
328
328
348
348
368
368
388
388
408
408
428
428
448
448
468
468

mm
134
134
144
144
154
154
164
164
174
174
210
210
230
230
250
250
270
270
290
290
310
310
330
330
350
350
370
370
390
390
410
410
430
430
450
450

D-40740 Langenfeld

Ordering Example

Rotational Clamping
Shaft Nominal Diameter 80 mm
Z = Increased Force with Additional Air
6B = 6 bar Type

R80-Z-6B

']

4B = 4 bar Type

C opened
mm
50+0.03/+0.05
50+0.03/+0.05
60+0.03/+0.05
60+0.03/+0.05
70+0.03/+0.05
70+0.03/+0.05
80+0.03/+0.05
80+0.03/+0.05
90+0.03/+0.05
90+0.03/+0.05
100+0.04/+0.06
100+0.04/+0.06
120+0.04/+0.06
120+0.04/+0.06
140+0.04/+0.06
140+0.04/+0.06
160+0.04/+0.06
160+0.04/+0.06
180+0.04/+0.06
180+0.04/+0.06
200+0.05/+0.07
200+0.05/+0.07
220+0.05/+0.07
220+0.05/+0.07
240+0.05/+0.07
240+0.05/+0.07
260+0.05/+0.07
260+0.05/+0.07
280+0.05/+0.07
280+0.05/+0.07
300+0.05/+0.07
300+0.05/+0.07
320+0.05/+0.07
320+0.05/+0.07
340+0.05/+0.07
340+0.05/+0.07
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Shaft Diameter
mm
50-0.01/-0.025
50-0.01/-0.025
60-0.01/-0.025
60-0.01/-0.025
70-0.01/-0.025
70-0.01/-0.025
80-0.01/-0.025
80-0.01/-0.025
90-0.01/-0.025
90-0.01/-0.025
100-0.01/-0.025
100-0.01/-0.025
120-0.01/-0.025
120-0.01/-0.025
140-0.01/-0.025
140-0.01/-0.025
160-0.01/-0.025
160-0.01/-0.025
180-0.01/-0.025
180-0.01/-0.025
200-0.01/-0.03
200-0.01/-0.03
220-0.01/-0.03
220-0.01/-0.03
240-0.01/-0.03
240-0.01/-0.03
260-0.01/-0.03
260-0.01/-0.03
280-0.01/-0.03
280-0.01/-0.03
300-0.01/-0.03
300-0.01/-0.03
320-0.01/-0.03
320-0.01/-0.03
340-0.01/-0.03
340-0.01/-0.03

mm
15
15
15
15
15
15
15
15
15
15
16
16
16
16
16
16
16
16
20
20
20
20
20
20
20
20
22
22
22
22
22
22
22
22
22
22

N

M5
M5
M5
M5
M5
M5
M5
M5
M5
M5

G1/8

G1/8

G1/8

G1/8

G1/8

G1/8

G1/8

G1/8

G1/8

G1/8

G1/8

G1/8

G1/8

G1/8

G1/8

G1/8

G1/8

G1/8

G1/8

G1/8

G1/8

G1/8

G1/8

G1/8

G1/8

G1/8
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°

45
45
45
45
30
30
30
30
30
30
40
40
40
40
40
40
40
40
30
30
30
30
30
30
20
20
20
20
20
20
20
20
20
20
20
20

info@ace-int.eu

’

45
45
45
45
30
30
30
30
30
30
20
20
20
20
20
20
20
20
15
15
15
15
15
15
10
10
10
10
10
10
10
10
10
10
10
10

Weight
kg
1.7
1.7
1.9
1.9
21
21
2.3
2.3
2.5
25
4.1
4.1
4.6
4.6
5.1
5.1
5.6
5.6
7
7
8.3
8.3
8.9
8.9
8.9
8.9
1.2
1.2
1.9
1.9
12.6
12.6
13.1
13.1
14.0
14.0
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ASTABILUS COMPANY

Application Examples

sL
Special LOCKED SL elements for
emergency stops

In order to secure the processing position of a special lathe in both
the horizontal and the vertical axis, ACE LOCKED elements of the
type SL35-1-6B are installed. They have the further advantage of
preventing slippage through the vertical axis in the case of a
malfunction. The products used in the SL-series not only have the
correct track width and offer very high process clamping forces of
up to 10,000 N, but can also apply the same force as an emergen-
cy-stop braking function. This is due to the specially integrated
brake linings made of low-wear sintered metal.

m ACE clamping and safety elements maintain a rock-solid hold on the axes in

. special lathes and secure the predetermined positions both horizontally and
vertically

RASOMA Werkzeugmaschinen GmbH, 04720 Débeln, Germany

SLK
Secure rail clamping

ACE clamping elements secure machines in the tyre industry. The
goods accumulator/compensator of a material dispenser carries
meandering, coiled, highly tear resistant material strips, which are
fed at high speed to a tyre-manufacturing machine. To prevent
damaging the machine, innovative type SLK25-1-6B clamping
elements are employed.

Secure material accumulator

ACE StoBddmpfer GmbH - PO Box 1510 - D-40740 Langenfeld - T +49(0)2173 - 9226-4100 - F +49 (0)2173 - 9226-89 - info@ace-int.eu - www.ace-ace.com
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Clamping Elements E

ASTABILUS COMPANY

Application Examples

PN
Clamping elements as a variable stop

ACE clamping elements are inserted, as a variable stop, during a
joining process for the production of drilling tools. They meet the
requirements for a precise positioning of the workpiece head and an
adaptation of the length tolerance of up to 3 mm, ideally. ACE was
awarded the contract because the clamping element is attached on
a bar and its PN LOCKED series is specifically designed for this
purpose. For clamping on linear guides, rails, axles and shafts, ACE
offers a great range of high-performance models.

ACE clamping elements assist in the production of drilling tools:

the LOCKED-P system clamps and at the same time absorbs the opposing
forces of the joining process without difficulty

GRAF automation GmbH, 88214 Ravensburg, Germany
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PN
Secure rod clamping

Pneumatic rod clamping allows hydraulic presses to be used for any
application. With the help of hydraulic presses, cut ceramic parts
are manufactured during the week. So that the rods of the upper
and lower stamping plate do not sag when the press is at a standstill
over the weekend or during holidays and therefore have to be setup
again on the next working day, PN80-25-2-6B type rod clamps

are used.

Pneumatic rod clamping allows hydraulic presses to be used for
any application
KOMAGE Gellner Maschinenfabrik KG, 54427 Kell am See, Germany
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HANLEY CONTROLS
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