Valves

Filters

For protection of instrumentation systems from undesirable materials such as dirt, chips, scale and
other foreign particles. Options include Oxygen and special cleaning, bypass and integral compression

ported bypass.

Relief Valves
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F Series (Catalog 4130-F)

* Replaceable sintered 316 stainless
steel filter element

e Optional 250 and 450 micron wire
cloth filter elements
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FT Series (Catalog 4130-FT)

* Filter elements are easily replaced
without disconnecting the tube lines

e Fast Loop bypass option enables a
continuous self cleaning flow

» Replaceable sintered 316 stainless
steel filter element

Optional 250 and 450 micron wire
cloth filter elements

RL4 Series (Catalog 4131-RL)
¢ Handle for field maintenance

* Externally adjustable pressure
settings while valve is in operation

* Seven different springs

Manual override option with positive
stem retraction is available for the
full working pressure range

Color coded springs and labels
indicate spring cracking range

MPF Series (Catalog 4234)

* High pressure applications up to
20,000 psi (1379 bar)

« Sintered 316 stainless steel filter disc

Inline filters help protect valuable
equipment in the process system

e MPI™, cone & thread and female NPT
connections available
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RH4 Series (Catalog 4131-RH)
e Eight springs
e Manual override option with positive

stem retraction is available for
pressures up to 1500 psi (103 bar)

Preset from factory and comes with
standard springs
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