
Check Valves, Filters and Relief Valves

Catalog 4135-CV	 December 2010



34 Parker Hannifin Corporation
Instrumentation Products Division
Jacksonville, AL USA
http://www.parker.com/ipdus

Catalog 4135-CVMPF Series Filters

MPF

MPF Series Filters
Parker MPF series filters utilize sintered stainless steel filter discs to trap particles from 0.5 to 100 micron sizes. 
Inline filters help protect valuable equipment in the process line.

Inline Filters

Tubing
Parker  

Part Number
Pressure 

psi Connection
Orifice 
   Inch

Length 
Inch

Thickness 
Inch

Filter Micron Size Available
0.50 2 5 10 40 100

1/4" O.D. 4MP7-MPFL-100-SS 15,000 1/4" MPI 0.125 5.25 1.38 * * * * * *
3/8" O.D. 6MP7-MPFL-100-SS 15,000 3/8" MPI 0.219 5.25 1.38 * * * * * *
1/2" O.D. 8MP7-MPFL-100-SS 15,000 1/2" MPI 0.359 5.25 1.38 * * * * * *
9/16" O.D. 9MP7-MPFL-100-SS 15,000 9/16" MPI 0.359 5.25 1.38 * * * * * *

5

3
4

1 6 3

2

Materials of Construction
Item # Part Material

1 Cap 316SS
2 Sealing 316SS
3 Body 316SS
4 Spacer 316SS
5 100 Micron Filter Disc 316SS
6 O-ring PTFE

Dimensions in inches (millimeters) are for reference only, subject to change.


